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¢ PR. ST. CLAIR EXISTING LEGEND

CONCRETE MEDIAN SURFACE, 6“

STABILIZED SUBBASE - HOT-MIX ASPHALT, 4
COMBINATION CONCRETE CURB AND CUTTER, TYPE M-4.24
PORTLAND CEMENT CONCRETE PAVEMENT 10’ (JOINTED)
PORTLAND CEMENT CONCRETE SHOULDERS 10”

LONGITUDINAL CONSTRUCTION JOINT
WITH NO. 6 TIE BARS AT 24" CTS.

AVE. CONNECTOR (A) EXISTING BITUMINOUS PAVEMENT
= 75 & VAR. | 90° & VAR. 2 (B) EXISTING PCC PAVEMENT
2 , 2
o 2 4 VARIES 12/ 12/ __ VARIES 4’ 2 g @ AGGREGATE SHOULDER
¢ PR. ST. CLAIR o AGG | BHL LANE LANE SALD | AGG ! (D) cURB AND GUTTER
AVE. CONNECTOR ! I —~PGL (E) BITUMINOUS SHOULDER
| O 507 /‘1'50 . (F) TEMPORARY PAVEMENT
4.0" 24.00° i 1619 4.0’ e T = = (C) AGGREGATE SUBGRADE
PGL 7 ] ‘\ I
o) L5% M’ L5% L.oz STA. 21$40.00 . & X (H) EXISTING SIDEWALK
! (NORMAL CROWN) ‘ .5/ 3 ; [R] = ReEmovaL
@) PROPOSED LEGEND
‘ 00’ ' ‘ OR PORTLAND CEMENT CONCRETE PAVEMENT 11 (JOINTED)
4.0 24.00 14.03 __ 4.0 @ @ 6d ® : 1" o
o L5 L PORTLAND CEMENT CONCRETE SHOULDERS 11"
0% 0.0% 152 4,02
! STA. 21+70.00 PROPOSED TYPICAL SECTION ST. CLAIR AVE. CONNECTOR RETAINING WALL (BY OTHERS)
FF FROM STA. 20+00.00 TO STA. 21+40.00 PRV VARIES AGGREGATE SUBGRADE 12"
& STA. 31+85.00 TO STA. 32+34.37 ' — CONCRETE BARRIER, DOUBLE FACE, 42 INCH HEIGHT
4.01 2323 1.7 4.0 CONCRETE BARRIER BASE
.07 1.5% 153 |4.0 /‘ AGGREGATE SURFACE COURSE, TYPE B, 12 (NOT USED)
i STA. 22+00.00 L EMBANKMENT
S Ny HOT-MIX ASPHALT SHOULDERS, 8"
- N SEEDING & LANDSCAPING BY OTHERS
40" 2249’ 13.33' _ 4.0/ ™ -
0 et — Nooee HOT-MIX ASPHALT PAVEMENT (FULL-DEPTH), 15,75
0% 2.2% , . B -
2% 224 U.04  sTa 22413.40 DETAIL 1 COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.12
' PC ¢ PR. ST. CLAIR E— COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.24
AVE. CONNECTOR AGGREGATE SHOULDERS, TYPE B 6
' =
40" 19.67' L1243 40 z 75' & VAR | 90’ & VAR. S 42" CONCRETE BARRIER (BY OTHERS)
407 ‘ '
1.0 387 = > 2 | o1 12 PIY & STEEL PLATE BEAM GUARDRAIL, TYPE A
. . o : ; t i o
282 ko STA, 22+45.00 * AGG| BHLD  THRU | . THRU ~ FHLO | AGG CHAIN LINK FENCE, 6
! (FULL S.E. | LANE i LANE LANE HOT-MIX ASPHALT SURFACE COURSE, MIX “D”, NTO
]

¢ PR. ST. CLAIR
AVE. CONNECTOR

ALL TIE BARS
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. \DBCONN-99-MOTIF 1.DGN, ..\D8CONN-11-BORDERI.OGN, ..\D8CONN-11-TYPS1.0GN, ..\DBCONN-11-LEGEND1.DGN, ..\D8CONN-11-MOTIF1.0GN, ..\D8CONN~@5-MOTIF1.0GN
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4.0', 13.85' | 24.00’ 4.0’ iLONGITUDINAL SAWED JOINT WITH ‘ SHALL BE
071 VPGL NO. 6 TIE BARS AT 18” CTS. EPOXY COATED
22 3.8% 3.8 . STA. 30+80.00 }LONGITUDINAL SAWED JOINT WITH
\ 4.0% (FULL S.EJ SEE DETAIL 1 IF DITCH SEE DETAIL 1 IF DITCH NO. 6 TIE BARS AT 30" CTS.
ELEV. IS ABOVE EX. GROUND ELEV. IS ABOVE EX. GROUND AGGREGATE BASE COURSE, TYPE B 6"
PROPOSED TYPICAL SECTION ST. CLAIR AVE. CONNECTOR ’
, . . . PORTLAND CEMENT RETE PAVEMENT 127 T
4.0 14.51 i 24.00 4.0 GG FROM STA. 21740.00 70 STA. 31485.00 D CEMENT CONCRETE PAVEMENT 127 (JOINTED)
o . S.E. TRANSITION FROM 21+40 (N.C.) TO 22+45 (3.8%) ANCHORAGE SLAB (BY OTHERS)
il £§3_/; 1.937% 4.0 STA. 31416.63 S.E. TRANSITION FROM 30+80 (3.8%) TO 31485 (N.C.) POROUS GRANULAR BACKFILL
i pC REMOVAL AND DISPOSAL OF UNSUITABLE
¢ WT DRIVE MATERIAL OR NON-SPECIAL WASTE DISPOSAL
, . , , ; , 40’ & VAR. | 50° & VAR, K LIMITS OF ARCHAEOLOGICAL EXPLORATION
4.0 15.20 X 24.00 ,4.0", ST. CLAIR AVE. CONNECTOR T - EARTH EXCAVATION (SPECIAL) AS REQUIRED
o e \ J 2*1 9 9 2 UNDER PROPOSED ROADWAY SECTION
=z 2=2& 1.5% 4.07 STA. 31+25.00 N THRU THRU AGG z
1 STRUCTURAL DESIGN TRAFFIC: YEAR 2030 or - THRU | THRY 21,2 PORTLAND CEMENT CONCRETE SHOULDERS 12
E—— g i g CONTINUOUSLY REINFORCED PORTLAND CEMENT
PV = 14.877 U = NA MU = 1653 &Jh :wi CONCRETE PAVEMENT 11 174" (BY OTHERS)
<< I
4.0, 19.49’ 24.00' 4.0", uE | —PoL Jd PIPE UNDERDRAINS 4
: - . AD/STREET CLASSIFICATION: CLASS 2 o o PORTLAND CEMENT CONCRETE SIDEWALK § INCH
0% 0.0% L5% 4.0 STA. 31+55.00 ROAD/STREET CLASSIFICATION SN 2k ﬂ 5% :‘5
PERCENT OF STRUCTURAL DESIGN TRAFFIC IN DESIGN LANE: "k S R I = CONCRETE MEDIAN, TYPE SB-6.12
1 ~
b - 507 S+ A M = 507 : ;1 CONCRETE MEDIAN, TYPE SB-6.24
TRAFFIC FACTOR ACTUAL TF = 9.40 AC TYPE = 20 k . * BY OTHERS
4.07 26.71" 28.0%' 4.0 ) — : - 3 [ ] = INDICATES PAYMENT INCLUDED IN
MINIMUM TF = 551 | memeee b= 3. COST OF ANOTHER ITEM
4.0%) 1.5% 1.5% 4.0/ STA. 31+85.00 O OR E
oy 154 0 NORMAL. CRONN) PG GRADE: BINDER = NA SURFACE = E O@ 29 19 3 NOTE: THE COST OF THE ADDITIONAL THICKNESS OF
i ] N| AGGREGATE SUBGRADE 12 REQUIRED BENEATH THE
SUBGRADE SUPPORT RATINC: K N SHOULDERS SHALL BE INCLUDED IN THE CONTRACT
SSR = POOR PROPOSED TYPICAL SECTION WT DRIVE UNIT PRICE PER $SQ YD FOR AGGREGATE SUBGRADE 12"
HH FROM STA. 900+50.00 TO STA. 903+13.13
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